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Company Profile

Introduction Adams Electronics is firmly positioned as market leader within the field of specialized
metal detection devices. The company is highly responsive to the ever-changing needs of its customers
by continuously formulating innovative new ideas and products for the constantly challenging
requirements of today’s security professional.

Qur philosophy is simple - Superior perf ormance, Highest Quality and
Reliability of our products, together with an unsurpassed Customer Service
with no compromises, all at a competitive price.

Our History Adams Electronics was originally founded in 1965 with the introduction of the first truly
self-contained portable hand held metal detector (Model B100).

Today, Adams Electronics is now dedicated to designing, manufacturing and selling some of the
highest quality and most reliable range of portable metal detector products money can buy, with
uncompromising standards for performance, reliability. From our general purpose models: AD10-2 &
AD11-V, for use in airports, court rooms and general guarding applications, to our super high sensitivity
models ER-3000, AMR-11, for more specialized applications, such as military applications or locating
extremely small metal fragments or objects concealed deep within skin tissue or body cavities, with pin
point accuracy.

With manufacturing facilities in both the United Kingdom and the United States, Adams Electronics
products are in use extensively world wide by customers with some of the most demanding and
diverse applications, as well as being a contracted supplier to U.K, U.S. and other overseas
government departments and international organisations

Health & Safety Great care has been taken to ensure that Adams Electronics products have
been tested to be safe for use on most persons with heart pacemakers and defibrillator devices.
However, it is always best to check with your Electronic Implanted Device manufacturer first to ensure
that the device is safe for electronic security screening. Any individual not wanting to be screened by
a hand held or walkthrough metal detector should ask the security checkpoint staff to use a manual or
alternative search method.

All of our current products conform to all international standards:
o Tested and approved to EEC EN5008-1 Table 1. EN50082-1 Table 1:1.1 Radiated Emissions:
Conforms to international standards: CE mark IEC, NILEC, FCC, FAA.

e Medically tested and approved No risk to persons with pacemakers or pregnant women.
No interference to magnetic recorded material.

Optional Accessories
For optional accessories available for our current range of products please check out our web site at :

www.adamsinc.com
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Model MIT & HF-1
Pat-Down e-GLOveS' "

“From the inventors of the worlds very
first metal detector you wear on your hand”

Adams introduced the models “MIT” and HF-1
as the world’s very first metal detectors that the
operator wears on the hand or the wrist, over ten
years ago.

The MIT & HF-1 have been specifically designed
for Pat down and hand search procedures where
the operator wants to be in close contact with

the subject being searched. The HF-1 gives the
operator the added protection of a “Kevlar” glove.
Both models can be worn on either left or right
hand or even both hands at the same time, giving
the operator the ability to search with two metal
detectors simultaneously, allowing for rapid search
procedures and greater efficiency.

When a metal object has been detected the “MIT”
& HF-1 give an alarm indication by means of a silent
vibration against the wearers wrist, allowing the
operator a covert, tactical advantage. The “MIT”
also gives the operator’s fingers complete dexterity
to feel for concealed objects that are non-metallic.

Both models are fully automatic and require no
adjustments for use. They are powered by one
standard 9 Volt battery (per unit) or optional
NiCad rechargeable battery. There are no visible
wires, switches or buttons. Everything is housed
in a machine washable (MIT only), soft stretching
neoprene material. The operator just slips the
“MIT” or HF-1 on to the hand, switches it to the
“On” mode and starts searching... It's that simple!

The model HF-1 is built in to a Kevlar glove that
gives the wearer the added protection against
hypodermic needles punctures and injury from knife
blades and other sharp objects.

ADAMS “MIT” & HF-1 models detect all
metals & alloys

(“MIT” is sold as a single unit. HF-1 is sold as
a pair of gloves - either Left or Right hand
active (P/A) or both hands active (D/A)

adamsinc.com @




AD Series

) Models
 AD16 - AD17 - AD15/18

AD16 - Applications

Our model AD16 has been very effective
where a greater sensitivity and a higher
definition search capability are required. It

is very user-friendly and is ideally suitable

for the detection of small and medium size
targets as well as for rapid, general personnel
screening applications

AD17 - Applications

The model AD17 is still as good today

as it was over 20 years ago. It iss a high
performance fully automatic, 2-position
sensitivity hand held metal detector that is
easy to use and suitable for applications
where a higher degree of performance is
required. With two levels of sensitivity control,
the AD17 is Ideal for the detection of medium
to small size metal objects during security
screening applications.

AD15/18 - Applications

This highly respected and widely used model
is still in use today after more than 20 years
of service.

The AD15 is particularly effective for locating
tiny metal objects that may have been
concealed on, or ingested within body with
pinpoint accuracy.

The AD15 has the ability to fully adjust
the sensitivity of the detector to allow for
“maximum find capability”. At the flick of a
switch, the AD15 can also eliminate large
Fully Adjustable High Sensitivity amounts of static metal in ﬂoqring (i.e: re—par
(AD18) 2 position sensitivity (AD17) or steel beams), walls and ceiling, while still

) being able to detect, a hand cuff key or a
AD16 - Fully Automatic small piece of razor blade in the shoe or sock
Audio/Visual Alert area, with precision and accuracy making
Re-bar Elimination control AD17/AD18  the AD15 a very popular detector for Prison
applications.

Rugged & Light Weight construction

adamsinc.com




Ultra - Ground Search

Model AX777
Ground Search Metal Detector

B Applications
Specifically designed for grid searches
and scenes of crime

e Powered by a single standard 9 volt battery

e Ultra high sensitivity to very small and
large targets

e Audio/visual and silent vibrating alarm

e Ultra light weight construction (1kg or 35-02)
including battery

e Simple to use. Press the “on” button
and start searching

AX777 Control

Model AD2300

Our model AD2300 is our “Ultra Series”

fully automatic (factory pre-set) super high
sensitivity metal detector.

This easy to use detector features high speed,
high definition technology, requiring little or no
training to use, that is suitable for applications
that require a high sensitivity high performance
detector search without the need for physical
contact with the subject being screened.

This makes AD2300 a preferred metal detector
of choice and has been contacted for use in
some of the worlds busiest major airports and
loss prevention operations today.

e High sensitivity

Fully (NO tuning)

e Rugged Polycarbonate/ Nylon construction
e FEasy operation

e Audio/Visual Alert

adamsinc.com @




AD - “Wand” Series

Models
AD10-2 - AD11-2 - AD11-V

AD10-2
Audio/visual alert

AD11-2
Audio/visual & visual alert

AD11-V
Audio/visual vibrationl alert

After more than 20 years of service our

“AD” series hand held metal detectors need
no introduction. They have been operating
around the clock under some of the busiest
and harshest working conditions and have
earned the reputation as one of the most
easy to use and most reliable metal detectors
in the world.

Our new generation of AD-Wand Series
detectors offer the security professional our
latest developments in technology as well

as superlative performance, together with
military standard ruggedness and reliability at
a very affordable price

Applications

e Police & law enforcement

Military

Public events
Night club security
Court rooms
Airports

adamsinc.com




' Model AD2600S

Applications

Adams model AD2600S is a direct
development in response to the varying needs
of prison and correctional officers demands
for a higher sensitivity, user-friendly metal
detector, specifically designed for correctional
applications.

This device has become known and trusted as
a metal detector that really gets the job done!

The AD2600S has proved itself time and
time again where an extremely high level of
performance is expected.

e Audio/Visual and switchable “Sound Only” Alert
|_* Fully Adjustable Super High Sensitivity Performance

Model ER3000

Applications

Is one of the most successful super high
sensitivity metal detectors we have produced
to date. It has been specifically designed for the
detection and location of very small or even tiny
fragments of metal.

This further development n high sensitivity metal
detector technology has established a new level
of performance, giving the user the ability to
detect large or even the tiniest metal objects that
are still undetectable with a standard airport style
hand wand.

ER3000 has the ability to detect metal fragments
that are concealed or even buried deep within the
skin tissue, as well as clothing and apparel.

e Fully Adjustable Ultra High Sensitivity
* Rugged construction

e Ultra long battery life

e Audio/visual alert(

L e Also available with VIBRATION alert feature)
adamsinc.com @




NEW Products - AMR-11 & AD360

' Model AMR-11

This new device has been specifically designed
for use in correctional facilities, law enforcement
and loss prevention applications to assist in
the search for metal objects or contraband that
may have been secreted within body cavities or

hidden deep within clothing and apparel.

e Eleven programmable sensitivity settings
that give the operator the ability to select
a precise sensitivity setting even with
multiple users.
Allows the detection of a specifically sized
metal target.
AMR-11 also digitally compensates for high
amounts of environmental static metal
Simple to use

' Model AD360

The Adams model AD360 is an extremely
rugged, small and lightweight hand held metal
detector that is comfortable and simplicity to
use. It has a detection area that is the entire
length, circumference and tip of the detection
probe, offering the user a very efficient and fast
way of carrying out a search procedure in any
weather or challenging environment, yet small
and light enough to wear on the belt. Designed
for tactical law enforcement, correctional and
general guarding applications

Detects All Metals

Silent Vibration Alert

Extremely rugged all weather construction (IP66)
Small & Light Weight

Fully Automatic (no adjustments necessary)
Long Battery Life

Ideal For Tactical Applications

adamsinc.com




[Specifications

AD Series General Specifications:

AD10-2 AND AD11-2: Length: 362mm. Width: 556mm. Height: 30mm Weight: 262grms.(including
battery) Sensitivity: Automatic — factory preset sensitivity.

AD16: Length: 360mm. Width: 105mm (probe) Body: 55mm. Height: 356mm. Weight: 280grms.
(including battery) Sensitivity: Factory pre-set - Automatic

AD17 (AD14): Length: 360mm. Width: 105mm. (probe) Body: 55mm. Height: 35mm. Weight:
280grms (including battery) Sensitivity: High factory pre-set Turbo sensitivity — HIGH/STANDARD
AD15 (AD18): Length: 360mm. Width: 105mm. (probe) Body: 556mm Height: 35mm Weight:
280grms. including battery Sensitivity: High Sensitivity — Fully Adjustable -Turbo Control. HIGH/REBAR
ILLIMINATION

Technical Specifications:

Operational Frequency: 20Khz

Audio Frequency: 3.4 Knhz

Operating temperature: -20C to +65C

Storage temperature: -30C to +80C

Protection of unit against environmental conditions and waterproofing to IP64 (IEC 529)

Humidity: 98%

Battery condition monitoring. A prolonged alarm signals need to replace battery. When battery is
exhausted a continuous audio/visual LED signal is produced.

Alarm indication by means of piezo audio alarm and High intensity LED

. Sound: Switchable Audio/Visual & Visual only (AD11-2) & or Vibration /
Audio Visual Alert (AD11-V).  Battery inserted “cartridge” style - no wires or connectors.

Battery: 9volt block battery can be either replaceable 9volt 550mA hours

or 280 hours normal use Optional rechargeable NiCad 180mA hours

Instant response to all metals.

Size of target indication: At constant sweep speed: short digital pulse = small target. Long pulse =
large target

Complies to all international standards.

2 year warranty on all models specification subject to change without notice.

Ultra Series Specifications:

AD2600S / AD2300 / ER3000 / AMR-11

Dimensions: Length: 360mm. Width: 105mm (probe). Body 55mm. Height: 35mm

Weight: 295grms including battery

Sensitivity: Super High-adjustable sensitivity (except model AD2300 — fully automatic — Factory pre-set)
(Model AMR-11): Programmable sensitivity adjustment of ELEVEN (11) individual settings
Operating Frequency: 20 kHz

Audio Frequency: — 3.4Khz

Operating Temperature: -20c to +65¢

Humidity: 98%

Ingress Protection: IP64 (IEC 529) (Waterproofing & environmental protection)

Power Consumption: Alarm Mode Current (metal detected): 6.5mA

Operating Time: 360 hours continuous at +25C (alkaline battery) Or 100 hours continuous at +25C
(rechargeable battery single charge) Battery: 9 Volt block battery MN1604, 6LR61 or equivalent alkaline
disposable or rechargeable. Full Battery Management System - Precision monitoring. Low voltage

is signaled in two stages: Yellow LED lights warning the user that the battery will need replacing or
recharging in the near future. When the battery is exhausted a continuous audio and Red + Yellow
visual alarm signal is produced. Alarm indication by means of audio alarm and High intensity L.E.D.
(AD2600S Audio/Visual & Visual only) Speed of detection: Ultra fast; ‘Detect - alarm - reset’ ready
for another target - 0.1 second. Size of target indication: At constant sweep speed: short digital
pulse = small target. Long pulse = large target. Battery inserted “cartridge” style - no wires or
connectors for greater reliability. Instant response to all metals - Ferrous and Non-Ferrous
3 year warranty on all models specification subject to change without notice




[Specifications

AD360 Specifications:

Operating Frequency: 20Khz

Length (including probe): 24cm (9.3 inches) (Including battery cap

Diameter: Probe end: 2.5cm (0.98 inches) Handle End: 4.4 cm (1.73 inche)

Weight: 219grams (7.75 Ounces) Including Battery .

Power Source: 1 x 9 volt block alkaline or rechargeable battery

Alarm Indicator: Vibration alarm (in handle) - Power indicator: Green colored flashing LED

Search Sensor: Detection area that is the entire length, circumference and tip of the detection probe
Sensitivity: High definition — 360 degree & Pin Point sensitivity — Fully Automatic — Factory Pre-set
Battery Life: Standard 9 Volt Alkaline MN1604): 380 hours. Optional Rechargeable NiMh: 80 Hours.
Power Operation - Mil spec On/Off: Rugged single pushbutton latching switch. Ingress protection
(dust and moisture protection and resistance): IP66

Case Construction: High impact ABS with rubberized handle grip

Conform to all International Standards

Warranty: 24 months Limited warranty.

AX777 Specifications

Construction: Polycarbonate, aluminum and ABS.

Probe Dimensions: Diameter: 8 inches.

Height: 91cm (36 Inches) handle to floor (short mode) 142cm (56 inches) fully extended.

Weight: 48.2 oz — 1.5kg (including battery)

Sensitivity: Fully adjustable high sensitivity.

Operating Temp: -20C to +65C

Storage Temp: -30C to +80C

Humidity: 98%

Ingress Protection: [IP64 (IEC 529) CONTROL PANEL] — [SEARCH PROBE - SUBMERSIBLE]

Power Source: One Standard 9 Volt alkaline (MN1604, 6LR61 or equivalent disposable or rechargeable
block battery. Loaded “Cartridge style”. Operation to “ON” mode by on/off rocker switch.

Power Consumption:

Active Mode Current: Less than TmA (No detection)

Alarm Mode: 6.5mA (audio/visual mode)(Metal detected)

Battery Management: Precision battery monitoring. Yellow L.E.D indicator on main control panel signals
low power. Continuous Red and Yellow LED indicate expired battery (In alarm mode)

Battery Life: Battery life from 1 single 9volt battery up to 360 Hrs., continuous use in audio/visual mode.
(Standard Alkaline) (100 Hrs. NiCad Rechargeable) Please note: Vibration mode will run battery down
faster than Audio/Visual mode).

Alarm Indication: Alarm indicated in two modes with 2-way rocker switch

(@) Audio Visual (beeper and Red LED) (b) Vibration only (tactile vibration from the handle

of the detector to the hand of operator. Detector beeps only when metal is present.

Detection Speed: Ultra fast Detect — Alarm and Reset — ready for another target: 0.1 seconds.

Target Size Indication: At constant sweep speed: short alarm = small target —

Long alarm = larger target.

Controls: (a) On/Off rocker switch (green flashing LED indicates ON mode) (b) Red LED indicates alarm
mode. (c) Yellow LED indicates battery power is low and needs changing or re-charging. (d) Two way
switch changing between A/V (Audio/Visual) and VIB (Vibration mode) (e) Miniature sensitivity adjustment
knob.

Target Types: Detects all metals including alloys, with Instant response to all metals.

Testing: (a) Tested and approved to EEC EN5008-1 Table 1. EN50082-1 Table1:1.1 radiated emissions
(CE marked). (b) Conforms to international standards IEC, NILEC, FCC, FAA. (c) Medically tested — No
risk to persons with pacemakers. d) Non-interference with magnetic recorded material.

Operating Frequency: 20Khz (Sensor)

Audio Frequency: 3.4 Khz




[Specifications

MIT - HF-1 Series Specifications:

Construction: Neoprene - Velcro (HF1-Kevlar & Neoprene)

Dimensions: Medium or Large, standard generic size. (HF-1 Large, XL, XXL)
Operating Frequency: 20kHz

Weight: 5.20z (149g) including battery.

Sensitivity: Target Size 0.5 grams.

Controls: Fully Automatic - (No Sensitivity Adjustment Required — Factory pre-set)
Operating Temperature: -20C to +65C

Storage Temperature: -30C to +80C

Humidity: 98%

Ingress Progression: |P64 (IEC 529) (Waterproofing & environmental protection)

Operating Time: Up to 3 months with normal use. 48 hours continuous at +25C (alkaline battery) 40
hours continuous at +25C (single rechargeable battery charge). Instant response to all metals.

Battery: Standard 9 volt block battery, MN 1604, 6LR61 or equivalent alkaline disposable or
rechargeable. When the battery is exhausted a continuous tactile alarm signal is produced Battery
inserted inside water resistant neoprene & Velcro pocket. No visible wires.

Tested and approved to EEC EN5008-1 Table 1. EN50082-1 Table 1:1.1 Radiated emissions
(“CE” mark) Medically tested and approved - No risk to persons with pacemakers. Non-
interference to magnetic recorded material. Alarm indication by means of vibrating tactile indicator.

Detection speed: Ultra fast; ‘Detect - Alarm - Reset’ ready for another target - 0.1 second. Pinpoint
target accuracy from APT search head at the base of index finger, concealed inside water resistant
neoprene fabric lining. Mass proportion discrimination alarm indication: At constant sweep speed: short
digital pulse = small target Long pulse = large target.

Minimum pressure push button latching switch On/Off switch operation, inside water resistant neoprene
fabric layer.

When Quality Counts... Why Settle For Less”
ADAMS - built to last!

WWW.adamsinc.com




